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Enables the use of wireless remote controller.

Figure

Specifications

SEZ-KD  VA

PEA-RP200/250GA

Signel reciever PAR-SA9CA-E

Unit : mm

Descriptions

Applicable Models

Dimensions

ON/OFF

120(H)×70(W)×22.5(D) mmexternal dimensions
ContentItem

DC12V
(supplied from indoor unit control)Power

Tempreture 0 40
Humidity : 30 90%RH (no condensing)

Colour (Munsell) White Grey (4.8Y7.92/0.66)
Material ABS

0.2kgWeight
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Signal reciever   PAR-SA9CA-E

How to Use / How to Install
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Signal reciever   PAR-SA9CA-E
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Signal Receiving Unit

Emergency Operation for Wireless Remote-controller

HEAT COOL

ON/OFF lamp (lit when unit is operating; unlit when unit is
not operating)
Emergency operation
In cases where the remote control unit does not operate properly,
use either the COOL or HEAT button on the wireless remote
control signal receiver to toggle the unit on or off. On cooler only units,
pushingthe HEAT  button toggles the fan on and off.

Pressing the COOL or HEAT button selects the following settings.

Operation mode COOL HEAT
Preset temperature 24 C/75 F 24 C/75 F
Fan speed High High

Signal reciever   PAR-SA9CA-E


