
Air-Conditioners For Building Application
INDOOR UNIT

PMFY-P VBM-E

INSTALLATION MANUAL
For safe and correct use, read this manual and the outdoor unit installation manual thoroughly before installing 
the air-conditioner unit.

INSTALLATIONSHANDBUCH
Aus Sicherheitsgründen und zur richtigen Anwendung vor Installation der Klimaanlage die vorliegende Bedie-
nungsanleitung und das Installationshandbuch gründlich durchlesen.

MANUEL D’INSTALLATION
Avant d’installer le climatiseur, lire attentivement ce manuel, ainsi que le manuel d’installation de l’appareil exté-
rieur pour une utilisation sûre et correct.

INSTALLATIEHANDLEIDING
Lees deze handleiding en de installatiehandleiding van het buitenapparaat zorgvuldig door voordat u met het 
installeren van de airconditioner begint.

MANUALE DI INSTALLAZIONE
Per un uso sicuro e corretto, prima di installare il condizionatore d’aria leggere attentamente il presente manuale 
ed il manuale d’installazione dell’unità esterna.

MANUAL DE INSTALACIÓN
Para un uso seguro y correcto, lea detalladamente este manual de instalación antes de montar la unidad de 
aire acondicionado.

MANUAL DE INSTALAÇÃO
Para uma utilização segura e correcta, leia atentamente este manual e o manual de instalação da unidade exte-
rior antes de instalar o aparelho de ar condicionado.

PARA O INSTALADOR

PER L’INSTALLATORE

PARA EL INSTALADOR

VOOR DE INSTALLATEUR

POUR L’INSTALLATEUR

FÜR INSTALLATEURE

FOR INSTALLER
English (GB)

Deutsch (D)

Français (F)

Nederlands (NL)

Español (E)

Italiano (I)

Português (P)

Türkçe (TR)

For use with the R410A
Bei Verwendung von R410A
A utiliser avec le R410A
Bij gebruik van R410A
Para utilizar con el R410A

Uso del refrigerante R410A

Para utilizaçao com o R410A
R410A ile beraber kullanmak için



G
B

2

-
tions”.

Contents
1. Safety precautions ........................................................................................ 2
2. Installing the indoor unit................................................................................ 2
3. Refrigerant pipe and drain pipe .................................................................... 4

 .............................................................................................. 6
5. Installing the grille ......................................................................................... 7
6. Test run ......................................................................................................... 9

 Warning:

death to the user.
 Caution:

Describes precautions that must be observed to prevent damage to the unit.

and maintenance of the unit to the customer according to the information in the 
Operation Manual and perform the test run to ensure normal operation. Both the 

These manuals must be passed on to subsequent users.

  : Indicates an action that must be avoided.

  : Indicates that important instructions must be followed.

  : Indicates a part which must be grounded.

  : Indicates that the main switch must be turned off before servicing. 

 : Beware of hot surface.

ELV : At servicing, please shut down the power supply for both the Indoor and 
Outdoor Unit.

 Warning:

 Warning:

location.

splice the cables for wiring (unless otherwise indicated in this document).

or an authorized technician to install them.

regulations.

 Caution:

-

be produced in the indoor unit or the ceiling materials. When operating the 
-

face of the unit and ceiling materials to avoid dew condensation.
2. Installing the indoor unit

2.1. Check the indoor unit accessories (Fig. 2-1)
The indoor unit should be supplied with the following spare parts and accessories 

Accessory name Q’ty

1 Washer 4 pcs

2 4 pcs

3 Pipe cover 2 pcs

4 Band large : 6 pcs , small : 2 pcs

5 Screw 4 pcs M5 × 0.8 × 30

6

7 Insulation 1 pc

Fig. 2-1

U
N

IT

Note:

even if the refrigerant should leak.
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2. Installation location

2.2. Service space (Fig. 2-2)

following diagram; so centre the main unit against the opening of ceiling, ensur-
ing that the respective opposite sides on all sides of the clearance between them 
becomes identical.

  A
  B Air outlet
  C Ceiling panel
  D Min. 200 mm
  E Suspension bolts W3/8 or M10
  F Grille

2.3. Ceiling openings and suspension bolt installation 
locations (Fig. 2-3)

between it and the indoor unit. This may result in dripping water or other prob-
lems.

the builder and decorator.

  A The centres of the ceiling opening and the indoor unit should be aligned.
  1 Outer side of grille
  2 Ceiling opening
  3 Bolt pitch
  4 Electric box

can be installed as shown in the diagram. (The method for using the template 

has been determined, place the refrigerant and drainage pipes, the wiring for the 
remote controller, and the wiring that connects the indoor and outdoor units in 
their desired locations before suspending the indoor unit. This is especially im-
portant in cases where the ceiling is already in existence.

1

reinforcing members.

must be at least 6 cm long if the beams are separated by not more than 90 cm 
and their sides must be at  least 9 cm long if the beams are separated by as 

Use channel, duct and other parts procured locally to suspend the indoor unit.

2
Secure the suspension bolts using the method shown, or use steel or wooden 
hangers, etc. to install the suspension bolts.
 D Ceiling panel I

 E

 F Beam J Steel reinforcing rod
 G Roof beam K C channel
 H L

(pro M M10 suspension bolt

11
0 23

0
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0

Fig. 2-2
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Fig. 2-4

Fig. 2-6

Fig. 2-5

(mm)

*1. When using an extra upper nut in suspending the unit, in some cases you 
may have to add it later.

 A Suspension bolt
 B Ceiling panel
 C

 D 2 
 E 1
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2. Installing the indoor unit

1. Thread washers 1 2 -

2, washer 
without insulation 1, 2 nuts.

* Position insulated washer 2 with the insulated surface pointing down, as in the 

-
et between washers 1 and 2, which are already in place, and secure it. Do the 
same in all four places.
* 

them until they do.
 A E Washer 1
 B Ceiling surface   F 
 C G 
 D Washer 2

 A

 B Clear plastic tubing
 C

 D Secure front panel here.
 E

Fig. 2-7

(mm)

*

*

11
2

M
in

. 2
0

1. 2. 3.

11
0

11
0

4.

5.

Fig. 2-8

Fig. 2-9

ø100
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250 288.5
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Fig. 2-10

(mm)
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3. Refrigerant pipe and drain pipe

3.1. Refrigerant and drainage piping locations
 A

 B

 C

 D

 E Electrical box
 F Drain pan
 G

(56)

75943

81246

ø12.7

19
8

23
0

(1
0)

(96) (2
0)

96

ø6.35

141
254

302
395

Fig. 3-1

(mm)

2.5. Fresh air intake hole (Fig. 2-10)

in following diagram, as and when required.
 A

 B 4-ø2.8 burring hole

Note:
Make sure that the fresh air intake is no more than 20% of the entire air intake 

 Caution:
Linkage of duct fan and air conditioner.

air is taken in.
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3. Refrigerant pipe and drain pipe

Fig. 3-2

I

2. Flare-cut the liquid and gas pipes then apply refrigerating machine oil (to be lo-

4. Slide the supplied pipe cover 3 over the gas piping until it is pressed against the 
sheet metal inside the unit.

5. Slide the provided pipe cover 3 over the liquid piping until it is pressed against 
the sheet metal inside the unit.

6. Tighten the pipe cover 3 4.
 A Gas piping  E Turn the seam upward.
 B Liquid piping  F Press the pipe cover against the sheet metal.
 C 4  G Refrigerant piping heat insulating material
 D Pipe cover 3  H Wrap tightly.
    I Cut off excess length of band.

C

    * Do not apply refrigerating machine oil to the screw portions.

D

B Refrigerant pipe sizes & Flare nut tightening torque

R410A
Flare nut O.D.

Liquid pipe Gas pipe
Pipe size Tightening torque Pipe size Tightening torque Liquid pipe Gas pipe

P20/25/32/40 14 - 18 49 - 61 17 26

3.2. Connecting pipes (Fig. 3-2)

with commercially available insulation materials (heat-resistant to 100 °C or more, 

-

-
sulate carefully.

 Warning:
-

ing the compressor.

A Flare cutting dimensions

.

Fig. 3-3

3.3. Drainage piping work (Fig. 3-4)
-

ward slope.

 1 Correct piping   K Air bleeder
 2 Wrong piping   L Raised
 A M Odour trap
 B N

 C Support metal   O 
Grouped piping
 D H

 E I O.D. ø38 PVC TUBE for grouped piping
 F

 G J Up to 50 cm
     piping.

Max. 15cm

Fig. 3-4

Max. 20m

0.75–1.5m

Copper pipe O.D. Flare dimensions

ø6.35 8.7 - 9.1
ø9.52 12.8 - 13.2
ø12.7 16.2 - 16.6

ø15.88 19.3 - 19.7
ø19.05 23.6 - 24.0

45°±2°

90
°±

0.
5°

R0.4 - R0.8

øA



G
B

3. Refrigerant pipe and drain pipe

In cases of upward drainage (Fig. 3-7)
B is 60 cm from the 

Water drainage check (Fig. 3-8)
1. Fill the drainage pan with about 0.5 litres of water. (Do not pour water directly 

drainage pipe.

 A Ceiling panel   F

 B Max. 60 cm   G 
 C Position of drain outlet  H Drainage pipe vertical section
 D  I

 E

Fig. 3-8

Fig. 3-7

4. Electrical work

Fig. 4-1

Fig. 4-2

1 2M1M2 S
TB2 TB5 TB15

L N

or 60227 IEC 53.

the air conditioner installation.
Power cable size : more than 1.5 mm² 

 Warning:
-

conductors of  the supply.
[Fig. 4-2]
A Switch 16 A D Total operating current be less than 16 A
B Overcurrent protection 16 A E Pull box
C Indoor unit

4.1. Electric wiring (Fig. 4-1)
* 

4. Insert the wires into the electrical box.

from the unit during servicing.
6. Secure the wires with the wiring clamp on the side of the electrical box.
7. Replace the parts you have removed to their original locations.

7 , then secure 
the material with a band.  (Both insulating material and band are supplied with 

 [Fig.3-5]
  A Unit
  B Insulating material 7

 C 4

 D

 E Insertion margin
 F Matching
 G

 H

 I

 J 4

 K

 [Fig.3-6]
  A Drain port sectional view
  B 4

 C

 D Insulating material 7
 E Ceiling panel

Fig. 3-5

Fig. 3-6

(mm)

33 37

A Cover
B Electrical box
C

D

E Control board
F Address board
G Secure with the wiring clamp.
H
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4. Electrical work

5. Installing the grille

Fig. 5-1

4.5. Setting addresses (Fig. 4-4)

over 10, and setting branch numbers.
1 How to set addresses

2

  Match the indoor unit’s refrigerant pipe with the BC controller’s end connection
    number.

switches can be used to set unit addresses and branch numbers at will.

Note:

A Address board

-
sor in a remote controller (Fig. 4-4)

If you want to sense room temperature with the built-in sensor in a remote control-

thermometer is OFF.

5.1. Checking the contents (Fig. 5-1)

Accessory name Q’ty
1 Grille 1
2 Screw 6 M5 × 0.8 × 16
3 Screw 1 4 × 16

transmission cables (Fig. 4-3)

about the connecting cables, refer to the outdoor unit installation manual.
Install a remote controller following the manual supplied with the remote controller.

2 
core cable. If the distance is more than 10 m, use a 1.25 mm2

1 MA Remote controller

2

A

B

C Remote controller

1. Wiring transmission cables
Types of transmission cable Shielding wire CVVS or CPEVS

Cable diameter More than 1.25 mm²
Length Less than 200 m

2. M-NET Remote control cables
Types of remote control cable Shielding wire MVVS

Cable diameter 0.5 to 1.25 mm²

Length Add any portion in excess of 10 m to within the 
longest allowable transmission cable length 200 m

3. MA Remote control cables
Types of remote control cable

Cable diameter 0.3 to 1.25 mm²
Length Less than 200 m

Fig. 4-3

TB5 TB15 TB5 TB15
SM1M2 SM1M2

TB3
M1M2 21 21

TB5 TB5
SM1M2 SM1M2

TB3
M1M2
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5.3. Installing the grille (Fig. 5-4)

unit.
 A

 B

 C Temporary holding tab
 D Temporary holding tab
 E Screw cover

5. Installing the grille

Fig. 5-4

Fig. 5-5

the wall, and install the securing bolts 2

2 and securing screws 3 in the centre three 
places.

2 in the four places at left and right.

panel, and between the front panel and the ceiling surface. If there are gaps, the 

 * Tighten the securing bolts 2 and securing screws 3 completely.
  Caution:
  When tightening the securing screws 2 and 3  

 [Fig. 5-5]
 A

 D Temporary securing tab

Fig. 5-2

Fig. 5-3

A Points for securing the grille E Drainage pan
B Points for securing the grille F Places for securing front grille
C Indoor unit G  
D Ceiling surface each 

-

with the ceiling surface.

and that wiring connections and arrangements are complete.
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°C
°C

SIMPLE

PAR-21MAA

ON/OFF 

FILTER

CHECK

OPERATION CLEAR

TEST

TEMP.

MENU

BACK DAYMONITOR/SET

CLOCK

ON/OFF

TEST RUN
COOL, HEAT

F E D

B

H

C

A

G ON I M

A

B Test run display
C

 temperature display
D

E Power display
F Error code display

Test run remaining time display
G Set temperature button
H Mode selection button
I Air direction button
M TEST button
N Fan Speed button
O Louver button

-
nals.
 Warning:

-

1 Turn on the power at least 12 hours before the test run.
2 Press the [TEST] button twice. 
3 

 
4 Press the [Fan speed] button. 
5 Press the [Air direction button] or [Louver button].
     
6 

7  Stop
8 Register a telephone number.

occurs can be registered in the remote controller. The telephone number will be 
displayed when an error occurs. For registration procedures, refer to the opera-
tion manual for the indoor unit.

Note:

technical materials.

-
tween the front panel and the ceiling surface. If there are gaps, the wind may 
come in and condensation may result.

  A Ceiling surface
  B Indoor unit
  C Grille
  D

Fig. 5-6

5. Installing the grille
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Fig. 3-2
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SIMPLE

PAR-21MAA

ON/OFF 
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MENU
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TEST RUN
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.
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Please be sure to put the contact address/telephone number on
this manual before handing it to the customer.
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